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OFFICIAL LISTING

NSF International Certifies that the products appearing on this Listing conform to the requirements of 

This is the Official Listing recorded on December 15, 2017. 

Metal Work SPA
Via Segni 5
25062 Concesio (BS)
Italy

Fittings
[1]

NSF/ANSI Standard 61 - Drinking Water System Components - Health Effects 

39 03 021 8711

Facility: Concesio, Italy

Pipes and Related Products
                                                                                                 Water   Water        
                                                                                                 Contact Contact
Trade Designation                                                    Size                        Temp    Material     

2F010(1) 4 mm - 10 mm C. HOT MLTPL

2F01C(1) 4 mm - 10 mm C. HOT MLTPL

2F020(1) 4 mm - 10 mm C. HOT MLTPL

2F030(1) 4 mm - 10 mm C. HOT MLTPL

2F040(1) 4 mm - 10 mm C. HOT MLTPL

2F050(1) 4 mm - 10 mm C. HOT MLTPL

2F060(1) 4 mm - 10 mm C. HOT MLTPL

2F110(1) 4 mm - 10 mm C. HOT MLTPL

2F310(1) 4 mm - 10 mm C. HOT MLTPL

2F31C(1) 4 mm - 10 mm C. HOT MLTPL

2F320(1) 4 mm - 10 mm C. HOT MLTPL

2F380(1) 4 mm - 10 mm C. HOT MLTPL

2F39C(1) 4 mm - 10 mm C. HOT MLTPL

2FA(2) 4 mm – 10 mm C. HOT MLTPL

2FB(2) 4 mm – 10 mm C. HOT MLTPL

2FC(2) 4 mm – 10 mm C. HOT MLTPL

2FD(2) 4 mm – 10 mm C. HOT MLTPL

                                       

                                       

                                       

                                       

                                       

                                       

                                       

                                       

                                       

                                       

                                       

                                       

                                       

                                         

                                         

                                         

                                         

                                                

                                                

                                                

                                                

                                                

                                                

                                                

                                                

                                                

                                                

                                                

                                                

                                                

                                                

                                                

                                                

                                                

(1) is a 2-digit number indicating different dimensions within the fitting.
(2) is a 7-digit number indicating different dimensions within the fitting.
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